
Assembly for stainless steel pull handles 
 
 
 
 
 
 
 
 
Instruction EZ1063 for timber doors 
 
Proceeding on use of the single fixing for timber doors: 
 
1. Determination of the center distance. 
 
2. Copy the determined measurement to the door. 
 
3. Drill with Ø14mm approx. 35mm deep into the door. 

Note to drill right-angled to the door. 
 
4. Turn in the Rampa-sleeve with the already mounted set screw and the thread nut into the 

intended drilling, right-angled until concision. 
 
5. Then attach the pull handle bases to the thread nut and fix them with the grub screws. 
 
 
Please refer to the enclosed „Assembly EZ1064 for PVC and frame doors“ for the proceeding with 
frame doors. 
 
 
 
 
 
 
 
 
 
Instruction EZ1064 for PVC and frame doors 
 
Proceeding on use of the single fixing for frame doors: 
 
1. Determination of the center distance. 
 
2. Copy the determined measurement to the door. 
 
3. Pre-drill with approx. Ø6mm, then drill with Ø10,8mm, 

maximum Ø11mm.  
Frame doors: drill with a steel core Ø11,3 – Ø11,4mm. 
Note to drill right-angled. 

 
4. Turn in the Rampa-sleeve with the already mounted set screw and the thread nut into the 

intended drilling right-angled. 
 
5. Then attach the pull handle bases to the thread nuts and fix them with the grub screws. 
 


